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1. Make sure your Microsoft visual studio 2005 is installed.
2. Install IT-9000SDK program（IT9000_SDK_Core.msi），only double click the file name and follow the wizard instruction。
3. Please open the BarcodeTest project by opening BarcodeTest.sln.

4. Under Microsoft visual studio 2005 open the /build/configuration manager, set the “platform” and “active solution platform”to be IT9000.
5. Make sure the sdklib.lib and iphlpapi.lib libraries are included in the source files.
6. Make sure sdklib.h is included in the header files.
7. Rebuild the BracodeTest project.
8. Run the BracodeTest by /debug/“Start without Debug” menu.
1. Set Barcode Trigger Timeout
For this function, please call SDK void SetTriggerTimeout(int iVal),  the parameter iVal is to set Trigger timeout value, the value is from 3 to 9 seconds.
2. Get Barcode Trigger Timeout
For this function, please call SDK int GetTriggerTimeout(),  the returned value is to the Trigger timeout value, the value is from 3 to 9 seconds.

3. Get the output type of the barcode data

For this function, please call SDK int GetKeybdMessageKey(),  the returned value is to the output type of the barcode data, the value 0 is for Keyboard wedge, 1 is for copy and paste, 2 is for None.

4. Set the output type of the barcode data

For this function, please call SDK int SetKeybdMessageKey(ibt iVal),  the iVal to set the output type of the barcode data, the value 0 is for Keyboard wedge, 1 is for copy and paste, 2 is for None.

5. Get the termination code of the barcode data

For this function, please call SDK int GetTcode(),  the returned value is to the output type of the barcode data, the value 0 is for None, 1 is for CRLF, 2 is for space, 3 is for Tab.

6. Set the termination code of the barcode data

For this function, please call SDK void SetTcode(ibt iVal),  the iVal is to set the output type of the barcode data, the value 0 is for None, 1 is for CRLF, 2 is for space, 3 is for Tab.

7. Get the Beeps after the barcode finish scan
For this function, please call SDK int GetBeepTimes(),  the returned value is to the beeps output after the barcode data good read, the value 0 is for None, 1 is for 1 time, 2 is for 2 times.

8. Set the Beeps after the barcode finish scan
For this function, please call SDK void SetBeepTimes(ibt iVal),  the iVal is to set the beeps after the barcode data good read, the value 0 is for None, 1 is for 1 time, 2 is for 2 times.

9. Get the Prefix you want to add to barcode after good read
For this function, please call SDK TCHAR GetPrefix(),  the returned value is to the prefix you want to add after the barcode data good read.
10. Set the Prefix you want to add to barcode after good read
For this function, please call SDK SetPrefix(TCHAR szPrefix), the szPrefix is to the prefix you want to add after the barcode data good read.

11. Get the Suffix you want to add to barcode after good read
For this function, please call SDK TCHAR GetSuffix(),  the returned value is to the prefix you want to add after the barcode data good read.

12. Set the Suffix you want to add to barcode after good read
For this function, please call SDK SetSuffix(TCHAR szPrefix), the szPrefix is to the prefix you want to add after the barcode data good read.

13. Get the Enable/Disable the UPCA status

For this function, please call SDK void SetUPCA(BOOL state),  if state is 0 for disable, 1 for enable.

14. Get the Enable/Disable the UPCE status

For this function, please call SDK void SetUPCE(BOOL state),  if state is 0 for disable, 1 for enable.

15. Get the Enable/Disable the UPCE1 status

For this function, please call SDK void SetUPCE1(BOOL state),  if state is 0 for disable, 1 for enable.

16. Get the Enable/Disable the EAN8 status

For this function, please call SDK void SetEAN8(BOOL state),  if state is 0 for disable, 1 for enable.

17. Get the Enable/Disable the EAN13 status

For this function, please call SDK void SetEAN13(BOOL state),  if state is 0 for disable, 1 for enable.

18. Get the Enable/Disable the BooklandEAN status

For this function, please call SDK void SetBooklandEAN(BOOL state),  if state is 0 for disable, 1 for enable.

19. Get the Enable/Disable the CouponCode status

For this function, please call SDK void SetCouponCode(BOOL state),  if state is 0 for disable, 1 for enable.

20. Get the Enable/Disable the Code128 status

For this function, please call SDK void SetCode128(BOOL state),  if state is 0 for disable, 1 for enable.

21. Get the Enable/Disable the UCCEAN128 status

For this function, please call SDK void SetUCCEAN128(BOOL state),  if state is 0 for disable, 1 for enable.

22. Get the Enable/Disable the ISBT128 status

For this function, please call SDK void SetISBT128(BOOL state),  if state is 0 for disable, 1 for enable.

23. Get the Enable/Disable the Code39 status

For this function, please call SDK void SetCode39(BOOL state),  if state is 0 for disable, 1 for enable.

24. Get the Enable/Disable the TriopticCode39 code

For this function, please call SDK void SetTriopticCode39(BOOL state),  if state is 0 for disable, 1 for enable.

25. Get the Enable/Disable the Code93 status

For this function, please call SDK void SetCode93(BOOL state),  if state is 0 for disable, 1 for enable.

26. Get the Enable/Disable the Code11 status

For this function, please call SDK void SetCode11(BOOL state),  if state is 0 for disable, 1 for enable.

27. Get the Enable/Disable the Interleaved2of5 status

For this function, please call SDK void SetInterleaved2of5(BOOL state),  if state is 0 for disable, 1 for enable.

28. Get the Enable/Disable the Discrete2of5 status
 For this function, please call SDK void SetDiscrete2of5(BOOL state),  if state is 0 for disable, 1 for enable.

29. Get the Enable/Disable the Chinese2of5 status

For this function, please call SDK void SetChinese2of5(BOOL state),  if state is 0 for disable, 1 for enable.

30. Get the Enable/Disable the Codabar status

For this function, please call SDK void SetCodabar(BOOL state),  if state is 0 for disable, 1 for enable.

31. Get the Enable/Disable the MSI status

For this function, please call SDK void SetMSI(BOOL state),  if state is 0 for disable, 1 for enable.

32. Get the Enable/Disable the RSS14 status

For this function, please call SDK void SetRSS14(BOOL state),  if state is 0 for disable, 1 for enable.

33. Get the Enable/Disable the RSSLimited status 

For this function, please call SDK void SetRSSLimited(BOOL state),  if state is 0 for disable, 1 for enable.

34. Get the Enable/Disable the RSSExpanded status

For this function, please call SDK void Set RSSExpanded (BOOL state),  if state is 0 for disable, 1 for enable.

35. Enable/Disable the UPCA code
For this function, please call SDK void SetUPCA(BOOL state),  if state is 0 for disable, 1 for enable.
36. Enable/Disable the UPCE code

For this function, please call SDK void SetUPCE(BOOL state),  if state is 0 for disable, 1 for enable.

37. Enable/Disable the UPCE1 code

For this function, please call SDK void SetUPCE1(BOOL state),  if state is 0 for disable, 1 for enable.

38. Enable/Disable the EAN8 code

For this function, please call SDK void SetEAN8(BOOL state),  if state is 0 for disable, 1 for enable.

39. Enable/Disable the EAN13 code

For this function, please call SDK void SetEAN13(BOOL state),  if state is 0 for disable, 1 for enable.

40. Enable/Disable the BooklandEAN code

For this function, please call SDK void SetBooklandEAN(BOOL state),  if state is 0 for disable, 1 for enable.

41. Enable/Disable the CouponCode code

For this function, please call SDK void SetCouponCode(BOOL state),  if state is 0 for disable, 1 for enable.

42. Enable/Disable the Code128 code

For this function, please call SDK void SetCode128(BOOL state),  if state is 0 for disable, 1 for enable.

43. Enable/Disable the UCCEAN128 code

For this function, please call SDK void SetUCCEAN128(BOOL state),  if state is 0 for disable, 1 for enable.

44. Enable/Disable the ISBT128 code

For this function, please call SDK void SetISBT128(BOOL state),  if state is 0 for disable, 1 for enable.

45. Enable/Disable the Code39 code

For this function, please call SDK void SetCode39(BOOL state),  if state is 0 for disable, 1 for enable.

46. Enable/Disable the TriopticCode39 code

For this function, please call SDK void SetTriopticCode39(BOOL state),  if state is 0 for disable, 1 for enable.

47. Enable/Disable the Code93 code

For this function, please call SDK void SetCode93(BOOL state),  if state is 0 for disable, 1 for enable.

48. Enable/Disable the Code11 code

For this function, please call SDK void SetCode11(BOOL state),  if state is 0 for disable, 1 for enable.

49. Enable/Disable the Interleaved2of5 code

For this function, please call SDK void SetInterleaved2of5(BOOL state),  if state is 0 for disable, 1 for enable.

50. Enable/Disable the Discrete2of5 code

For this function, please call SDK void SetDiscrete2of5(BOOL state),  if state is 0 for disable, 1 for enable.

51. Enable/Disable the Chinese2of5 code

For this function, please call SDK void SetChinese2of5(BOOL state),  if state is 0 for disable, 1 for enable.

52. Enable/Disable the Codabar code

For this function, please call SDK void SetCodabar(BOOL state),  if state is 0 for disable, 1 for enable.
53. Enable/Disable the MSI code

For this function, please call SDK void SetMSI(BOOL state),  if state is 0 for disable, 1 for enable.

54. Enable/Disable the RSS14 code

For this function, please call SDK void SetRSS14(BOOL state),  if state is 0 for disable, 1 for enable.

55. Enable/Disable the RSSLimited code

For this function, please call SDK void SetRSSLimited(BOOL state),  if state is 0 for disable, 1 for enable.

56. Enable/Disable the RSSExpanded code

For this function, please call SDK void Set RSSExpanded (BOOL state),  if state is 0 for disable, 1 for enable.

57. Get the library version

For this function, please call SDK TCHAR GetLibraryVersion()
The returned value is the version of the sdklib libray.
58. Get the Scan Buzzer period
For this function, please call SDK DWORD GetBuzzerPeriod() The returned value is the buzzer playback period of the scan success.
59. Set the Scan Buzzer period
For this function, please call SDK void SetBuzzerPeriod (DWORD dwBuzzerPeriod) Set the buzzer period of the scan success, the unit is ms.
60. Playback the Buzzer
For this function, please call SDK BOOL PlaybackBuzzer(DWORD dwBuzzerTimeMs) Set the time you wish the buzzer to playback, the unit is ms. The returned value is boolean, TRUE for success, FALSE for fail.
BarcodeTest C# and VB

BCS.DLL ：This file is base library for BCD.Net.DLL, please copy it into PDT /windows directory.
BCD.net.DLL：Inport Library file for Microsoft Visual Studio .Net 2003。

You need add reference of BCD.NET.DLL and BCS.dll to your project just like following figures.
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1. Set Barcode Trigger Timeout
For this function, please call SDK void SetTriggerTimeout(int iVal),  the parameter iVal is to set Trigger timeout value, the value is from 3 to 9 seconds.

2. Get Barcode Trigger Timeout
For this function, please call SDK int GetTriggerTimeout(),  the returned value is to the Trigger timeout value, the value is from 3 to 9 seconds.

3. Get the output type of the barcode data

For this function, please call SDK int GetKeybdwedgeExKey(),  the returned value is to the output type of the barcode data, the value 0 is for Keyboard wedge, 1 is for copy and paste, 2 is for None.

4. Set the output type of the barcode data

For this function, please call SDK void SetKeybdwedgeExKey (ibt iVal),  the iVal to set the output type of the barcode data, the value 0 is for Keyboard wedge, 1 is for copy and paste, 2 is for None.

5. Get the termination code of the barcode data

For this function, please call SDK int GetTerminateCode (),  the returned value is to the output type of the barcode data, the value 0 is for None, 1 is for CRLF, 2 is for space, 3 is for Tab.

6. Set the termination code of the barcode data

For this function, please call SDK void SetTerminateCode(ibt iVal),  the iVal is to set the output type of the barcode data, the value 0 is for None, 1 is for CRLF, 2 is for space, 3 is for Tab.

7. Get the Beeps after the barcode finish scan
For this function, please call SDK int GetBeepTimes(),  the returned value is to the beeps output after the barcode data good read, the value 0 is for None, 1 is for 1 time, 2 is for 2 times.

8. Set the Beeps after the barcode finish scan
For this function, please call SDK void SetBeepTimes(ibt iVal),  the iVal is to set the beeps after the barcode data good read, the value 0 is for None, 1 is for 1 time, 2 is for 2 times.

9. Get the Prefix you want to add to barcode after good read
For this function, please call SDK String GetPrefix(),  the returned value is to the prefix you want to add after the barcode data good read.

10. Set the Prefix you want to add to barcode after good read
For this function, please call SDK SetPrefix(szPrefix), the szPrefix is to the prefix you want to add after the barcode data good read.

11. Get the Suffix you want to add to barcode after good read
For this function, please call SDK String GetSuffix(),  the returned value is to the prefix you want to add after the barcode data good read.

12. Set the Suffix you want to add to barcode after good read
For this function, please call SDK void SetSuffix(szPrefix), the szPrefix is to the prefix you want to add after the barcode data good read.

13. Get the Enable/Disable the UPCA status

For this function, please call SDK void SetUPCA(BOOL state),  if state is 0 for disable, 1 for enable.

14. Get the Enable/Disable the UPCE status

For this function, please call SDK void SetUPCE(BOOL state),  if state is 0 for disable, 1 for enable.

15. Get the Enable/Disable the UPCE1 status

For this function, please call SDK void SetUPCE1(BOOL state),  if state is 0 for disable, 1 for enable.

16. Get the Enable/Disable the EAN8 status

For this function, please call SDK void SetEAN8(BOOL state),  if state is 0 for disable, 1 for enable.

17. Get the Enable/Disable the EAN13 status

For this function, please call SDK void SetEAN13(BOOL state),  if state is 0 for disable, 1 for enable.

18. Get the Enable/Disable the BooklandEAN status

For this function, please call SDK void SetBooklandEAN(BOOL state),  if state is 0 for disable, 1 for enable.

19. Get the Enable/Disable the CouponCode status

For this function, please call SDK void SetCouponCode(BOOL state),  if state is 0 for disable, 1 for enable.

20. Get the Enable/Disable the Code128 status

For this function, please call SDK void SetCode128(BOOL state),  if state is 0 for disable, 1 for enable.

21. Get the Enable/Disable the UCCEAN128 status

For this function, please call SDK void SetUCCEAN128(BOOL state),  if state is 0 for disable, 1 for enable.

22. Get the Enable/Disable the ISBT128 status

For this function, please call SDK void SetISBT128(BOOL state),  if state is 0 for disable, 1 for enable.

23. Get the Enable/Disable the Code39 status

For this function, please call SDK void SetCode39(BOOL state),  if state is 0 for disable, 1 for enable.

24. Get the Enable/Disable the TriopticCode39 code

For this function, please call SDK void SetTriopticCode39(BOOL state),  if state is 0 for disable, 1 for enable.

25. Get the Enable/Disable the Code93 status

For this function, please call SDK void SetCode93(BOOL state),  if state is 0 for disable, 1 for enable.

26. Get the Enable/Disable the Code11 status

For this function, please call SDK void SetCode11(BOOL state),  if state is 0 for disable, 1 for enable.

27. Get the Enable/Disable the Interleaved2of5 status

For this function, please call SDK void SetInterleaved2of5(BOOL state),  if state is 0 for disable, 1 for enable.

28. Get the Enable/Disable the Discrete2of5 status

 For this function, please call SDK void SetDiscrete2of5(BOOL state),  if state is 0 for disable, 1 for enable.

29. Get the Enable/Disable the Chinese2of5 status

For this function, please call SDK void SetChinese2of5(BOOL state),  if state is 0 for disable, 1 for enable.

30. Get the Enable/Disable the Codabar status

For this function, please call SDK void SetCodabar(BOOL state),  if state is 0 for disable, 1 for enable.

31. Get the Enable/Disable the MSI status

For this function, please call SDK void SetMSI(BOOL state),  if state is 0 for disable, 1 for enable.

32. Get the Enable/Disable the RSS14 status

For this function, please call SDK void SetRSS14(BOOL state),  if state is 0 for disable, 1 for enable.

33. Get the Enable/Disable the RSSLimited status 

For this function, please call SDK void SetRSSLimited(BOOL state),  if state is 0 for disable, 1 for enable.

34. Get the Enable/Disable the RSSExpanded status

For this function, please call SDK void Set RSSExpanded (BOOL state),  if state is 0 for disable, 1 for enable.

35. Enable/Disable the UPCA code

For this function, please call SDK void SetUPCA(BOOL state),  if state is 0 for disable, 1 for enable.

36. Enable/Disable the UPCE code

For this function, please call SDK void SetUPCE(BOOL state),  if state is 0 for disable, 1 for enable.

37. Enable/Disable the UPCE1 code

For this function, please call SDK void SetUPCE1(BOOL state),  if state is 0 for disable, 1 for enable.

38. Enable/Disable the EAN8 code

For this function, please call SDK void SetEAN8(BOOL state),  if state is 0 for disable, 1 for enable.

39. Enable/Disable the EAN13 code

For this function, please call SDK void SetEAN13(BOOL state),  if state is 0 for disable, 1 for enable.

40. Enable/Disable the BooklandEAN code

For this function, please call SDK void SetBooklandEAN(BOOL state),  if state is 0 for disable, 1 for enable.

41. Enable/Disable the CouponCode code

For this function, please call SDK void SetCouponCode(BOOL state),  if state is 0 for disable, 1 for enable.

42. Enable/Disable the Code128 code

For this function, please call SDK void SetCode128(BOOL state),  if state is 0 for disable, 1 for enable.

43. Enable/Disable the UCCEAN128 code

For this function, please call SDK void SetUCCEAN128(BOOL state),  if state is 0 for disable, 1 for enable.

44. Enable/Disable the ISBT128 code

For this function, please call SDK void SetISBT128(BOOL state),  if state is 0 for disable, 1 for enable.

45. Enable/Disable the Code39 code

For this function, please call SDK void SetCode39(BOOL state),  if state is 0 for disable, 1 for enable.

46. Enable/Disable the TriopticCode39 code

For this function, please call SDK void SetTriopticCode39(BOOL state),  if state is 0 for disable, 1 for enable.

47. Enable/Disable the Code93 code

For this function, please call SDK void SetCode93(BOOL state),  if state is 0 for disable, 1 for enable.

48. Enable/Disable the Code11 code

For this function, please call SDK void SetCode11(BOOL state),  if state is 0 for disable, 1 for enable.

49. Enable/Disable the Interleaved2of5 code

For this function, please call SDK void SetInterleaved2of5(BOOL state),  if state is 0 for disable, 1 for enable.

50. Enable/Disable the Discrete2of5 code

For this function, please call SDK void SetDiscrete2of5(BOOL state),  if state is 0 for disable, 1 for enable.

51. Enable/Disable the Chinese2of5 code

For this function, please call SDK void SetChinese2of5(BOOL state),  if state is 0 for disable, 1 for enable.

52. Enable/Disable the Codabar code

For this function, please call SDK void SetCodabar(BOOL state),  if state is 0 for disable, 1 for enable.

53. Enable/Disable the MSI code

For this function, please call SDK void SetMSI(BOOL state),  if state is 0 for disable, 1 for enable.

54. Enable/Disable the RSS14 code

For this function, please call SDK void SetRSS14(BOOL state),  if state is 0 for disable, 1 for enable.

55. Enable/Disable the RSSLimited code

For this function, please call SDK void SetRSSLimited(BOOL state),  if state is 0 for disable, 1 for enable.

56. Enable/Disable the RSSExpanded code

For this function, please call SDK void Set RSSExpanded (BOOL state),  if state is 0 for disable, 1 for enable.

57. Get the SDK library version

For this function, please call SDK Byte GetLibraryVersionByte(index)
The returned value is the version of the sdklib libray, it will return byte by byte.
58. Get the BCS library version

For this function, please call SDK Byte GetBCSVersionByte()
The returned value is the version of the BCS libray, it will return byte by byte.

59. Get the BCD library version

For this function, please call SDK Byte GetBCDVersion()
The returned value is the version of the BCD libray.

61. Get the Scan Buzzer period
For this function, please call SDK DWORD GetBuzzerPeriod() The returned value is the buzzer playback period of the scan success.
62. Set the Scan Buzzer period
For this function, please call SDK void SetBuzzerPeriod (DWORD dwBuzzerPeriod) Set the buzzer period of the scan success, the unit is ms.
63. Playback the Buzzer
For this function, please call SDK BOOL PlaybackBuzzer(DWORD dwBuzzerTimeMs) Set the time you wish the buzzer to playback, the unit is ms. The returned value is boolean, TRUE for success, FALSE for fail.
Bcd.net.Dll and 
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